MF Series Centrifugal Pump For Hot Waler
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Limits of use
o Liguid temperature:0°C~ +90°C.
e power: single-phase 220V/50Hz Thr

e Max.working pressure:10bar.

ee-phase 380V/50Hz.

Features
® Thickness design for the pump body to assure the pump
bear more pressurein waler system.
et bigger than outlet to

e The adoption design of thatinl
assure reaching the highest head.

e With Z4 class bearing o assure lowest noise.
al seal to assure long using life.

® With special mechanic

ww.marquis-pump.com
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Application
ouse using.

e For boosling hot waterinh
conditioning,solar system,

e For boosting hot water in air-
boilers,water heaters etc.

r boosling the water in industry.irrigalinn.fire~fighling

e Fo
systems elc.

Components&Materials

e Pump body:Cast iron(electrophoretic paint).

e Impeller:Brass/Cast iron(electrophoretic paint).
® Mechanical seal:Carbon-Sic-FPM.

e Bearing:NSK brand.

® Shaft:Stainless steel.

Guarantee
e 2years subject to terms and conditions.

e Other voltages or frequency 60Hz available on
request,
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MF series Centrifugal Pump For Hot Waler

CHARACTERUSTIC CURVES AND PERFORMANCE DATA 50Hz n=2850 rpm Hs-0m
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MF series Centrifugal Pump For Hot Water

CHARACTERUSTIC CURVES AND PERFORMANCE DATA 50Hz n=2850 rpm Hs-0m
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